
SHOREYARD ALTERATION PERMIT 
 

Nature of project: 

 

 

 

 

Start date: Completion date: 
A. Land disturbance requiring a shoreyard alteration permit 

 Alterations for the placement of structures, pursuant to 9.94(A), and walkways if located in, on or over steep 
slopes or rocks, saturated or unstable soils  

 Alterations greater than 200 sq ft but less than 10,000 sq ft of the shoreyard that slope towards the OHWM, 
when the slope is between 12% and 45% 

 Alterations of more than 10,000 sq ft of the shoreyard when the slope of the shoreyard is less than 45% 

 Alterations of the shoreyard when the slope is greater than 45% is prohibited 
 

B. Land disturbance requiring a shoreyard alteration permit and plans from a registered professional engineer or 
landscape architect describing erosion control measures to be utilized during construction excavation.  The 
registered professional engineer or landscape architect shall certify that the erosion control measures specified in 
the permit and plans have been properly installed prior to the start of any construction excavation activities 

 Alterations less than 35 ft from the OHWM with a slope between 12% and 45% 

 Alterations greater than 35 ft from the OHWM that slope towards the OHWM when the slope is between 25% 
and 45% 

 Alterations of more than 10,000 sq ft of the shoreyard (within 200 ft of the OHWM) where the project is for the 
construction of anything other than a single family dwelling 

CONDITIONS OF APPROVAL – for office use only (all items checked apply) 

1 The smallest amount of bare ground shall be exposed for the shortest time feasible  

2 Temporary ground cover (such as mulch) shall be used and permanent cover (such as sod) shall be 
planted 

 

3 Fill shall be stabilized according to accepted engineering standards  

4 Any specific landscaping, construction, planting or erosion control conditions  

5 Fill materials shall not be deposited in any floodplain, wetland or outside the designated and fenced 
construction without proper written authorization 

 

6 Any other conditions intended to protect shorelines and minimize erosion, sedimentation and the 
impairment of fish and wildlife habitat 

 

7 Erosion control to be properly installed and maintained until vegetation is present  

8 No excavation within five feet of any wetland (any excavation within 25 ft of the wetland requires 
erosion control) 

 

9 No retaining walls allowed by this permit  

10 No walkway allowed by this permit  

11 If excavation/disturbance exceeds 10,000 sq ft, must be less than 43,560 sq ft (one acre)  

12 Onsite inspections may be required prior to excavation, during construction and upon completion for 
alterations greater than 200 sq ft but less than 10,000 sq ft located within 75 ft of the OHWM that 
slope towards the OHWM, when the slope is between 12% to 45%. 

 

13 Excavation not to exceed width of permitted viewing and access corridor  

Conditions of excavation/disturbance and additional conditions of approval: 
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PARCEL ID#_______________ 
 

OWNER/AGENT 

INITIALS_________ 



Stormwater Runoff/Soil Disturbance 
Filling, grading, lagooning, dredging, ditching or excavation of the shoreyard will not result in the diversion of water onto 
adjoining properties.  All storm water must be containing within the boundaries of a lot or parcel, with the exception of 
runoff directed to private easement roads, public roads or highway.  If storm water runoff cannot be contained on the 
property, it may be directed towards a town road or highway upon receipt of a written statement from the government 
entity that has jurisdiction over such road, stating that it has no objection.  This provision applies to both on-water and 
off-water lots with the shoreland zoning districts. 
 
CROSS SECTIONAL VIEW.  If architectural, engineering or contractor plans are available, please attach.  (see ordinance 
appendix  for examples) 
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